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 Tower assembly can be pretty easy. I have developed a 
procedure I am happy with. You can reference it if you have 
any questions. 

 Gluing is the only trick. A “glue stick/scraper” has been 
provided to help you. The trick is to apply glue and then 
scrape it off. You don’t need much glue and the less glue the 
less squeeze out! 



 Use wood glue. I use “Gorilla” wood glue. 

 Dry assemble your dice tower and tear it apart again. You 
will be a pro after your third assembly! 

 Look at your parts. You will notice they have a “Clean Side” 
and a “Smoke Stained” side.  

 Dry assemble your tower both ways and decide which you 
like better. 

 (All our builds are done with “Clean Side” out) 



 Layout your tower pieces as 
shown to get a feel for the parts. 



 First DRY assemble back, two 
side walls and floor. 



 Add other inside wall and 
bottom two slats 



 Add two back slats 

 

 Use clear acrylic slats on the top 
three positions if option chosen. 



 Add window and then add two 
front slats 

 

 Use clear acrylic slats on the top 
three positions if option chosen. 

 



 Add last outside wall. 

 No glue should be added yet. 

 Tear it down and rebuild a few 
times. 



 Use the glue stick to apply glue 
and then scrape it off. 

 The less glue the less squeeze 
out. 



 To apply glue:  
 remove a part 
 apply glue 
 replace the part 

 Glue Order: 
 Outside wall left (apply glue on slat) 

 Outside wall right (apply glue on slat) 

 Bottom 
 Back 
 Acrylic 
 Window 



 Let the acrylic to the support the window where 
possible. 

 I use clamps in all directions. 

 Clamps and pressure are part of the gluing 
process.  


